
CAPACIDAD 

COLLET

6-8mm
1/4 - 3/8"with Tilt base (option)

Enlarged opening section of base 
assembly for excellent bit visibility.

Simple and e�cient base lock system

High durability and accuracy obtained by using aluminum for base holder

Non-slip elastomer-covered body grip for increased operator comfort.

with O�set base (option)

Simple and e�cient base lock system

Non-slip elastomer-covered body grip for increased operator comfort.

High durability and accuracy obtained by using aluminum for o�set base

with Trimmer base

Precision cutting depth adjustment

Simple and e�cient base lock system

High durability and accuracy obtained by using aluminum for 
trimmer base

Replaceable, non-marring plastic base plate for protection of trimmer base 
and smooth sliding on work surface

Non-slip elastomer-covered body grip for increased operator 
comfort.

Round base for smooth and fast cutting with 
easy handling

Ergonomic body grip easy-to-grasp with one hand
Tilting capacity: -30˚ to 45˚

Precision cutting depth adjustment
Plunge capacity: 0 - 35mm (0 - 1-3/8")

Stable trimming is possible with a bit set in o�set position.
Able to cut close to a wall or corner-18.5mm at closest     

Replaceable, non-marring plastic base plate for protection of plunge base and 
smooth sliding on work surface

with Plunge base (option)

Easy-to-Customize

Optional Fine adjusting straight 
guide can be used.

3 stage cut depth adjustment

Rubberized soft grip

Ergonomically contoured knob 
style handles 

High durability and accuracy obtained 
by using aluminum for plunge base

Easy-to-operate 
lock lever

Replaceable, non-marring plastic base 
plate for protection of plunge base and 
smooth sliding on work surface

Precision cutting depth adjustment

Replaceable, non-marring plastic base plate for protection of trimmer base and 
smooth sliding on work surface

Shaft lock
Flat-top design and provides 
stability for easier bit change.

Push button switch

Twin LED job lights 
illuminate cutting edge and 
increase visibility

Soft startCollet size
minimizes start-up 
shock and makes the 
tool start smoothly

The gentle stop of the product reduces 
the damage to the work material due to 
the reaction of the stop.

High durability and accuracy 
obtained 
by using aluminum for body housing

BL motor delivers the power and 
performance for corded demands

Accepts 6mm & 8mm collets, 
1/4"collet.

Variable speed control 

Lock/unlock button
On/o� switch button

by dial

eXtreme Protection 
Technology

Electric brake (Soft-brake)

minimizes the reduction in bit speed to provide stable trimming.

Constant speed control
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Predecessor model

Auto-start Wireless System

connects to compatible vacuum cleaner with Bluetooth. 
The vacuum cleaner automatically runs while the switch is on.

is compatible with all 
supported tools

Switch on 
the tool

Vacuum 
cleaner 

is activated

Wireless unit



Alimentado por una batería 
de Litio-Ion XGT de 40Vmax

Evite el polvo conectando 
la manguera de la 
aspiradora Makita a la 
boquilla de la 
herramienta,  por medio 
de Bluetooth la 
aspiradora se activará al 
encender la recortadora.

Sistema de auto encendido 
inalámbrico

Botón de encendido 
y apagado

Dial de velocidad
Selección de velocidad 
con 5 niveles.

Bloqueo de eje.
Su diseño proporciona
estabilidad para un cambio 
de broca más fácil.

Luz LED dual 
de trabajo 

Capacidad 
de Collet
6-8 mm (1/4- 3/8”)

Botón bloqueo

Base recortadora
Base redonda para un 
corte suave y rápido, fácil 
de manejar.

Base inclinable 
(opcional)
Agarre ergonómico del 
cuerpo quepermite 
usarlo con una mano con 
una capacidad de 
inclinación: -30° a 45°

Base de inmersión 
(opcional)
Presición de cortecon 
ajuste de profundidad. 
Capacidad de 
inmersión: 0 - 35 mm 
(0-1-3/8”)

Con base de 
desplazamiento 
(opcional)
Capaz de cortar cerca 
de una pared o esquina: 
18,5 mm como máximo

Cuerpo antideslizante para 
aumentar la comodidad del 
usuario.

Ajuste de presición de 
profundidad de corte

Sistema de bloqueo de 
base simple y eficiente

Alta durabilidad y precisión 
obtenidas mediante el uso de 
aluminio para base de la 
recortadora

Base de plástico reemplazable 
para proteger la base de la 
recortadora logrando un 
deslizamiento suave sobre la 
superficie de trabajo.

with Tilt base (option)

Enlarged opening section of base 
assembly for excellent bit visibility.

Simple and e�cient base lock system

High durability and accuracy obtained by using aluminum for base holder

Non-slip elastomer-covered body grip for increased operator comfort.

with O�set base (option)

Simple and e�cient base lock system

Non-slip elastomer-covered body grip for increased operator comfort.

High durability and accuracy obtained by using aluminum for o�set base

with Trimmer base

Precision cutting depth adjustment

Simple and e�cient base lock system

High durability and accuracy obtained by using aluminum for 
trimmer base

Replaceable, non-marring plastic base plate for protection of trimmer base 
and smooth sliding on work surface

Non-slip elastomer-covered body grip for increased operator 
comfort.

Round base for smooth and fast cutting with 
easy handling

Ergonomic body grip easy-to-grasp with one hand
Tilting capacity: -30˚ to 45˚

Precision cutting depth adjustment
Plunge capacity: 0 - 35mm (0 - 1-3/8")

Stable trimming is possible with a bit set in o�set position.
Able to cut close to a wall or corner-18.5mm at closest     

Replaceable, non-marring plastic base plate for protection of plunge base and 
smooth sliding on work surface

with Plunge base (option)

Easy-to-Customize

Optional Fine adjusting straight 
guide can be used.

3 stage cut depth adjustment

Rubberized soft grip

Ergonomically contoured knob 
style handles 

High durability and accuracy obtained 
by using aluminum for plunge base

Easy-to-operate 
lock lever

Replaceable, non-marring plastic base 
plate for protection of plunge base and 
smooth sliding on work surface

Precision cutting depth adjustment

Replaceable, non-marring plastic base plate for protection of trimmer base and 
smooth sliding on work surface

Shaft lock
Flat-top design and provides 
stability for easier bit change.

Push button switch

Twin LED job lights 
illuminate cutting edge and 
increase visibility

Soft startCollet size
minimizes start-up 
shock and makes the 
tool start smoothly

The gentle stop of the product reduces 
the damage to the work material due to 
the reaction of the stop.

High durability and accuracy 
obtained 
by using aluminum for body housing

BL motor delivers the power and 
performance for corded demands

Accepts 6mm & 8mm collets, 
1/4"collet.

Variable speed control 

Lock/unlock button
On/o� switch button

by dial

eXtreme Protection 
Technology

Electric brake (Soft-brake)

minimizes the reduction in bit speed to provide stable trimming.

Constant speed control
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Auto-start Wireless System

connects to compatible vacuum cleaner with Bluetooth. 
The vacuum cleaner automatically runs while the switch is on.

is compatible with all 
supported tools

Switch on 
the tool

Vacuum 
cleaner 

is activated

Wireless unit

Alta potencia con 
motor BL sin carbones

Consumo más eficiente que los motores con 
escobillas. Permite menor pérdida de energía 
causada por la fricción, de esta manera 
incrementamos la cantidad de trabajo realizado 
con una carga completa de batería.  

Esta tecnología provee protección contra polvo y 
gotas de agua al trabajar con ella en el exterior.

Tecnología 
de protección extrema.

Permite parar e iniciar rápidamente la siguiente 
operación.

Freno eléctrico

RT001GM201 / Z
Recortadora inalámbrica

El modelo RT001GZ no incluye cargador ni batería.

40V

Con la base recortadora: 0 - 40 mm (0 - 1-9/16")
Con la base de inmersión: 0 - 35 mm (0 - 1-3/8")

10,000 - 31,000rpm

124 x 89 x 197 mm (4-7/8 x 3-1/2 x 7-3/4")
2.2 - 2.5 kg (4.9 - 5.5 lbs.)

Ajuste de prtofundidad
Velocidad sin carga

Dimensiones (LxAxA)
Collet: 6 - 8 mm or 1/4 - 3/8"Capacidad

Peso neto

Base recortadora, guía de recortadora, boquilla de polvo, montaje de guía recta, base inclinable base 
desplazada, base de inmersión.
RT001GM201: cargador DC40RA, batería BL4040 4.0Ah (2pz), estuche Makpac.

6.8mm(1/4-3/8")

Freno

Arranque suave
Velocidad constante

Velocidad variable

Luz de trabajo integrado


